IAS Automatika

Andover Controls magyarorszagi képviselet

Deprez tablamiszerek

45DA, 45DV

For measuring DC current or voltage

Technical data:

Movement: moving-coil with pivot spring - type bearing

Instrument case: non-flammable plastic according to UL 94 -V1.

Scale length: 40 mm

Permanent overloading: 1.2 fold current res. voltage

Class of accuracy:1.5

Weight: 0.15 kg

Connections: screw terminals for cable up to 8mm?

Mounting: rail 35 mm (EN 50022)

AMMETERS Type 45DA

Measuring ranges |voltage drop or
int. resistance

0-50pA....600pA | max. 200 mV

0-1 mA....600 mA

0-1A.... 15A

4-20 mA

....A/60 mV 12 Ohm

VOLTMETERS Type 45DV

Measuring int. resistance
ranges

0-50mV.....600mV 1000Q/V

0-1V....600V
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Andover Controls magyarorszagi képviselet

Note: on request types different from tables are accepted.
Outline drawing

Dimension in mm
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(DIN 46277)
Order specification Ordering data
-Moving-coil rail mounted ammeter 45DA 1 mA
-Frame size 45x45 mm Scale0...100 %
-Range 1 mA
-Scale 0...100

48DAe, 72DAe, 96DAe, 144DAe, 48DVe, 72DVe, 96DVel44DVe

DC aram-, vagy fesziiltségméré

Miszaki adatok:

Mérémii: magmagneses lengétekercses, rugds csapagyazassal
Miszertok: 6nkioltdé mianyag (UL94-V-0)

Skalahossz: 38 mm/48 L.; 61 mm/72 L.; 97 mm/96 L.; 146 mm/144 L.
Tulterhelési tartomany: 1.2 x (névleges érték)

Pontossagi osztaly: 1.5

Szennyezettségi fokozat: 2
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Andover Controls magyarorszagi képviselet

Tulfesziiltség kategoria: 72, 96, és144 tipusok 600V CAT lll. 48 tipus 300V CAT III.

Témeg: 0.1 kg (48 D...), 0.16 kg (72 D...), 0.2 kg (96 D...) 0.4 kg (144 D...)

Rogzitéelem: 2 db M3 csavar
Tartozék: Csatlakozévédé: teljes méretl kapocsfedél (polycarbonat)

Arammérék | Mlanyag haz
Keretméret | 48x48 mm 72xX72 mm 96x96 mm 144x144
mm
Méréshatar | 48 DAe 72 DAe 96 DAe 144 DAe
58-2014-12-... 58-1639-12-... 58-1638-12-... 58-2557-12-...
Fesziltségesés | Feszlltségesés | Feszlltségesés | Fesziltségesés
min. (50 002 424 mV 424 mV 424 mV 424 mV
pA)
100 pA 001 400 mV 400 mV 400 mV 400 mV
1mA 011 37 mVv 37 mVv 37 mVv 37 mVv
20 mA 024 60 mV 60 mV 60 mV 60 mV
1A 041 60 mV 60 mV 60 mV 60 mV
15A 043 60 mV 60 mV 60 mV 60 mV
25A 045 60 mV 60 mV 60 mV 60 mV
4A 047 60 mV 60 mV 60 mV 60 mV
5A 048 60 mV 60 mV 60 mV 60 mV
6 A 049 72 mV 72 mV 72 mV 72 mV
10A 051 60 mV 60 mV 60 mV 60 mV
15A 053 60 mV 60 mV 60 mV 60 mV
25A 055 60 mV 60 mV 60 mV 60 mV
40 A 057 60 mV 60 mV 60 mV 60 mV
50 A 058 60 mV 60 mV 60 mV 60 mV
60 A 059 72 mV 72 mV 72 mV 72 mV
max.100 | 061 60 mV 60 mV 60 mV 60 mV
A
4...20 mA | 501 60 mV 60 mV 60 mV 60 mV
...Al Cco1C02 |1k/V 1k/V 1k/V 1k/N
50mV C03 Co4
*...Al
60mVv
*...Al
100mV
*...Al
150mV

* Csatlakoztathato kilonallo sont. A miszer beallitasanal 0.035 Ohm vezetékellenallas van figyelembe véve

(=2x1 m J1 mmz). A belsé ellenallas tlrése +20%.

Rendelési adatok:
-Lengétekercses fesziltségmérd
-Tipus: 72 DVe
-Méréshatar: 10 V
-Skala: 0...100%
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Andover Controls magyarorszagi képviselet

|Feszﬂ|t5égmér6k Mianyag haz
Keretméret 48x48 mm 72X72 mm 96x96 mm | 144x144 mm
48 DVe 72 DVe 96 DVe 144 DVe
Méréshatar 58-2014-12-...]58-1639-12-...J58-1638-12-...| 58-2557-12-...
Belsd ellenallas | Belsd ellenallas | Belsd ellenallas | Belsd ellenallas
min (1) V 101 1 KWV 1 kv 1 kEUV 1 kEUV
10V 111 L 18 18 18
15V 113
25V 115
30V 116
40V 17
50V 118
so0Vv 119
100V 121
max.(800)V 129
Tipus/Méret (mm) a b c* d e = g
48 DVe
48 DAe 48 43,5 53 445 5.5 64 | 45706
72 DVe
72 DAe 72 66 93 67.5 55 64 | 6807
96 DVe
96 DAe 96 90 53 915 55 g4 | 9208
144 DVe
144 DAe 144 136 53 1375 5.5 64 138+1
*c=68mm, Hal=6-60A
*c=78mm, Hal=60A
“f=70mm, Hal=6-60A
“f=7omm, 48x48 ha I=6 A
Korvonalrajz
-esziltségmérd és arammerd Arammeérd
< BA 6-100 A
| Z/ 2 /f/,ff////’
i [
| | 7 | z
i i é /
TOr— - -— O O O ———-—*———-—?
| | 7 i .
o
L i 1 _
I
- - s TR,
- T -
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IAS Automatika

Andover Controls magyarorszagi képviselet _

72 spDA, 96 spDA, 144 spDA,72 spDV, 96 spDV, 144 spDV

DC aram vagy feszlltségmérd miszer

Miszaki adatok:

Mérémiui: lengbtekercses rugds csapagyazassal

Miszertok: acéllemez

Skalahossz: 46 mm (72 sp); 62 mm (96 sp); 103 mm (144 sp)
Tartés talterhelés: 1.2 x (névleges érték)

Pontossagi osztaly: 1.5

Témeg: kb. 0.1 kg (72 sp); 0.35 kg (96 sp); 0.8 kg (144 sp)

Rogzitéelem: 2 db rugds (DIN 43 835 "A") 72 sp és 96 sp tipusoknal; 2 db csavaros (DIN 43 835 "B") 144 sp tipusnal

Arammero 72 spDA 96 spDA 144 spDA
Keretméret T2%x36 mm 96x48 mm 144X72 mm
Méréshatar 1051-12-... Belsd ellenallas 1526-12-... 1Belss ellenallas., 2304-12-... |Belsd ellenallas.

(2) () Q)
100 pA Dno2 870 001 870 001 4000
250 pA 004 450 005 450 005 1300
500 pA 008 80 00s 310
1 mA 007 30 011 30 011 110
5 mA 011 25 018 25 018 35
10 mA 013 22 021 22 003 6
20 mA 015 2 024 2 006 1.5
25 mA 016 24 025 24 007 24
100 mA 019 06 031 06 013 0.6
05 A 038 0.12 001 012
1 A 024 0.06 041 0.06 0n4 0.06
1.5 A 025 0.04 043 0.04 006 0.04
25 A 026 0.024 045 0.024 o0& 0.024
4 A 027 0.015 047 0.015 010 0.015
5 A 048 0.012 011 0.012
[ A 028 0.01 049 0.01 012 0.01
10 A 029 0.006 052 0.006 052 0.006
4..20 mA 501 2 501 2 501 2
*... AIS0mV 1051-12-C01 10 1526-12-C01 10 1526-12-C01 10
*LLAls0mv 1051-12-C02 12 1526-12-C02 12 1526-12-C02 12
*LGAM00mY 1051-12-C03 20 1526-12-C03 20 1526-12-C03 20
* LG AMS0mY 1051-12-C04 30 1526-12-C04 30 1526-12-C04 30
* A300omv 1051-12-C05 60 1526-12-C05 60 1526-12-C05 60
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* Csatlakoztathat6 kilonallé (S-1 tipus, 60 mV) sont. A kalibralas 0.035 Ohm vezetékellenallast vesz figyelembe
(=2x1 m;@ 1 mm®). A belsé ellenallas tirése +20%.

Feszilltségmero 72 spDV 96 spDV 144 spDV
Keretméret 72X36 mm 96X48 mm 144%72 mm
Méréstartomany 1051-12-... Belsd 1526-12-... Belsd 2304-12-... Belsd

ellenallas ellenallas ellenallas.
1 v 037 1000 v 051 1000 v 001 1000 v
1.5 V 038 1 053 003
2 v —- 054 004
25 WV 039 055 005
4 vV 040 057 0o7
5 V — 058 008
6 Vv 041 059 009
10 V 042 061 011
15 V 043 063 013
20 VvV — 064 014
25 v D44 065 015
0V — 066 016
40 Vv 045 067 017
50 V — 068 018
€0 V 046 069 019
80 Vv — 070 020
100 V 047 071 021
150 V 048 073 023
200 V —- 074 024
250 V 049 075 025
300 V — 076 026
400 V 030 077 027
500 V - 078 028
600 V 051 079 029
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Tipus\Méretek
[mm]

72 spDA
72 spbV

72

36

105

5.5

68+0_?

33+0_?

96 spDA
96 spDV

96

48

125

92+D_?

44+D_?

144 spDA
144 spDV

144

72

170

138%0-7

68+0'?

Rendelési példa:

- Lengdtekercses fesziiltsegmerd

- Tipusjel: 72 spDV
- Meéreshatar: 10V

- Skéala: 010V

48VvA, 72vA, 96VA,48vV, 72vV, 96vV

For measuring DC current respective voltage.

Technical data:

Movement: moving-coil,
pivot & spring-type bearing.
Instrument case: non-flammable plastic acc. to UL 94-V1.

Scale length: 28 mm (48v...), 48 mm (72v...),

60 mm (96v...).

Permanent overloading: 1.2 fold current res. voltage.

Class of accuracy: 1.5
Connection: - 2.8 x 0.5 mm faston (DIN 46247) for types 48v

types 96v...

0=
8=
-
— b=
= = =
= = k=
m-—= = —
= 2— =
= = 1=
m—= -_— =
= = =
Salarajz
72spD 96spD 144spD

...and 72v... - 4.8 x 0.5 mm faston (DIN 46247) for

Protection: case 1P40; terminals IPOO in accordance with DIN 40050.

Weight: 0.1 kg (48v...); 0.12 kg (72v...); 0.15 kg (96v...).
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Fixing elements: with two screw-type fastening.

72 spDAA, 72 spDVV
DC aram- vagy feszultségmérd két figgetlen
mérémuvel

Miszaki adatok

Méréma: magmagneses lengbtekercses, rugés csapagyazassal
Miszertok: acéllemezbdl készul
Skalahossz: 2 X 46 mm
Tartos tulterhelés: 1.2 x (névleges érték)
Pontossagi osztaly: 15
Védettség: tok IP50; csatlakoz6 IPOO
Fesziiltségpréba: 2 kveff
Toémeg: 0.2 kg
Rogzitéelem: 2 db. rugos felerésité kapocs (DIN 43835 "A")
Aramméré Fesziiltségmérd
Tipusjel 72 spDA Tipusjel 72 spDA
Méréshatar Bels6 ellenallas (Ohm) Méréshatar Belsd ellenallas (Ohm/V)
1 mA 40 60 mV
5 mA 3.5 1V
10 mA 2.5 5V 1000
20 mA 2 oV
4-20 mA 2 1-5V
Megjegyzés:

kulon kérésre mas méréshatar is gyarthatd!

+0.7

Méretek mm-ben o

&2 110 !Sl--
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Rendelési példa:

- Kett8s voltmeéré ﬂt7100 100iﬁf
- Tipusjel: 72 spDVV —
- Méréshatar: 1 -5V
- Skala: 0...100 %

ﬁ%|||||

—50 9%,

O
-

Z

48sdD

For measuring DC current or voltage on two separate networks simultaneously.

Technical data:

Movement: moving-coil with pivot and spring-type bearing
Instrument case: steel-plate

Frame dimension: 48x48 mm

Scale length: 29 mm and 31 mm

Permanent overloading: 1.2 -fold current res. voltage
Class of accuracy: 2.5

Protection: casing IP50; terminals IPOO in accordance with DIN 40050
Weight: 0.25 kg

Fixing elements: with two screw-type fastening clips
(DIN 43835 "B")
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IMPORTANT: the ranges of the two movements are independent from each other.
Current ranges: +/-50A .... 1A

Voltage ranges: +/- 50 mV ... 300V

The tolerance of the internal resistance is generally +20%.

Scales for instruments as requested.

Outline drawing

Dimensions in mm. 94 o /W
N
Q|| || 5

%
Al O O ‘Tﬁ
%

||
048 / 72 /M////
Terminal cover, 86,5 =—5 D45+£],G

Scale M=1:1

% 100

AAVAANSNN

100
0 L ||.[I
Order specification: Ordering data:
- Moving-coil instrument with double movement - Moving-coil instrument with double movement.
- Frame size: 48x48 mm - Type: 48sdD
- Range: 1. 50...0...50 pA Il. 0 ... 500 pA - Range: 1. 50...0...50 pyA 1. 0 ... 500 pA
-Scalel.20...0...20% 1.0 ... 100% -Scalel.20...0...20% 1.0 ... 100%
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96vK1

0 1 0
5 1 ) 1 T

“\lli\ll'lm’m
L mA s |

L

Contact instruments

For measuring DC current or voltage with 2 limit contact outputs
Technical data:

Movement moving coil

Scale length: 60 mm

Class of acc. 1,5

Adjustable ranges: max. contact: 2 ... 100 %, min. contact: 0 ... 98 %
Hysteresis: < 1%

Aux voltage: 24V +20%-10% DC or Types:

12V +20%-10% DC 96vK1

Case: plastic, UL 94-V1 Transistor output:

Dimension: 96 x 24 x 125 mm Output voltage: approx. 24V DC (or approx 12V
Protection: 1P40 DC)

Weight: 0,2 kg Load: min.160 at 24V DC (3,6W)

Fixing elements: with two screw-type fastening min. 80 at 12V DC (1,8W)

Connection: 4,8 x 0,8 mm faston (DIN46247) Protection: agaist overvoltage and short circuit

Terminals: 1-2 aux voltage, 3-4 max.limit
5-6 min. limit, 7-8 input

Type Type
AMMETERS 36wk VOLTMETERS | g5'is
Frame dimensions F6x2dmm int Frame dimensions SEx24mm int.
resist resist
Measuring Cat. No. 0 Measuring Cat. Mo. £
Enge 1470-37 range 1470-37-
HpA ol €000 1V 036 1000 (2
100.A oz 4300 15V 037 l
F50uA 004 1000 25V 038
20 mé 015 2 0V 041
25 mA 018 24 sy 042
100 mA 019 0.8
5V 043
1A [i7r] 0.05
15A 025 0.04 dov O44
25A o8 0.004 60V 045
4A ierg 0015 100y 045
6 A 024 00 1350 W 047
*_BA] S0mV Co1 10
* Al B0mV co2 12
* A1 100mV gﬁ 70
* AL A50mV a0 Note: on request es different from tables are accepted
Al 300mV C05 B 9 P P
LA mA [ i
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* For connection to separate shunt — I g
-
g

;o

For calibration of the instruments 0.035 {3 -

wire resistance (=2x1m 21 mm7)is
taken into consideration.

} 125

7
s
Scale (M=1:1)

The tolerance of the internal resistance 77
is generally £20%. F{{Wﬂé
91.5-

o6vE
Operation diagram
The output value depends on the position of the pointer
mit. Fds.
| I |\
[ [ [ I
I | | I
I | I I
| | | ~ Aux 24Y ar 12Y DC
rmin. | | |
17 = T———— =10
I | I I
' | I 24v o 12y OO
max | [ [
-+ _ _ _] L | ~0q
Connection
Transistor output
R R Input
Aux - — ‘
24V or 12V DC X ) max. min. | ‘
|
+ - +
E ]
1 2 3 4 5 ] T
Order specification:
- Panel mounted ammeter with limit value switch
- Frame size: 96x24 mm.
- Range: 5 mA
-scale: 0 ... 5 mA.
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- Aux: 24V DC

- Transistor output

Ordering data:

- Type: 96 vK1

- Cat. No. 1470-37-011

48cD..., 72cD..., 96¢cD...144cD

For measuring DC current or voltage
Types 72cD... and 96c¢cD... are with interchangeable scale

Technical data:

Movement: Moving-coil with pivot spring type bearing

Instrument case: steel-plate/ (144 cD.. plastic)

On request voltmeters as well as ammeters up to 8 A will be supplied with plastic terminal cover
Scale length: 72 mm/48¢cD...,109 mm/ 72 cD..., 140mm/96cD...,230mm/144 cD

Permanent overloading: 1.2 fold current

respective voltage

Class of accuracy: 1.5

Protection: casing IP50; terminals IPOO

Weight: 0.25 kg /48cD...; 0.35 kg /72cD.. ;

0.5 kg /96¢D..., 0.8 kg /144cD

Fixing elements: with two spring-type fastening clips DIN 43835 "A" / (plastic clips for 144 cD..)
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AMMETERS Metal case Plastic case
Frame dimensions 48x48 mm 72x72 mm 96x96 mm 144x144 mm
Type: 48cDA Type: 72cDA Type: 96cDA Type: 144cDA
Measuring Cat No. 2115-12-... 2038-12-... 2039-12-... 2561-12-...
range Internal Internal Resistance Internal Internal Resistance
Resistance [()] [ Resistance [()] ]
100 HA 001 6200 6200 6200 6200
250 HA 005 2350 2350 2350 2350
1 mA 011 380 380 380 380
5 mA 018 8 8 8 8
10 maA 021 20 20 20 20
20 mA 024 4 4 4 4
25 maA 025 24 24 24 24
100 mA 031 0.6 06 0.6 06
500 maA 038 0.12 0.12 0.12 0.12
1 A 041 0.06 0.06 0.06 0.06
1.5 A 043 0.04 0.04 0.04 0.04
25 A 045 0.024 0.024 0.024 0.024
4 A 047 0.015 0.015 0.015 0.015
5 A 048 0.012 0.012 0.012 0.012
& A 049 0.01 0.01 0.01 0.01
4..20 mA 501 a0 a0 80 80
*..AI50 mVv Co1 10 10 10 10
*.AI60 mVv Co1 12 12 12 12
= AI100 mV co1 20 20 20 20
*..AT150 mV co4 30 30 30 30
* Al300 mV Co5 60 60 60 60

* For connection to separate (S-1 type, 60 mV) shunt The calibration of the instruments 0.035 lead-wire (=2x1 m@ 1
mm?2) is taken into consideration.

The tolerance of the internal resistance is generally +20%

Note: on request types different from tables are accepted.

VOLTMETERS Metal case Plastic case
Frame dimensions 48x48 mm 72x72 mm 96x96 mm 144x144 mm
Measurin Type: 48cDV Type: 72cDV Type: 96cDV Type: 144¢cDV
range g Cat No. 2115-12-... 2038-12-... 2039-12-... 2561-12-...

Internal Resistance | Internal Resistance | Internal Resistance | Internal Resistance
1 v 101 1000 £uv 1000 v 1000 v 1000 v
1.5 V 103 + + + 4
25 V 105
4 v 107
-1 Vv 109
10 v 11
15 Vv 113
20 v 114
25 v 115
30 Vv 116
40 v 117
50 Vv 118
60 v 119
80 v 120
100 v 121
150 v 123
200 Vv 124
250 v 125
300 v 126
400 Vv 127
500 v 128
600 v 129

Note: On request orders for types with zero in the middle are accepted. On request types different from tables are accepted.
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Outline drawi Type Dimensions {in mm_)
ine drawing
Dimensions in mm. r Og ajblejdlelf i
—_— ?\‘?‘T\‘cm 48cD. | 45 | 70| 55| 5 | 44 | 71 |45+08
{ 72eD_ | 72 [ 60 | 51 |55 | 65 | 78 [ee+0.7
l Eﬁi E i s6cD_ | 96 [ 60| 51 (55| o | 78 [ez+08
Eﬁz § § 1a4cD_ | 144 | 50 | 47 | 7 | 137 | — | 138+7
R g * with terminal cover
oa — [ _-.dl._ ‘% RV
Scales M=1:1 V \\\\\11|Jf/f/}f
\Q\ /{//
mA Ve O 100 150 o
N0 ~> -~
0 i, N . =50 2007=
'u oWy, = 100 00 - — —
Sa ns — — = Sy
z <z - = 250 <
“a ms 0 w = =0 S
48cD... T2ch... 96cD...
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IAS Automatika

Andover Controls magyarorszagi képviselet
Order specification:
- Moving-coil ammeter with 240° circular scale
- Frame dimension: 72x72 mm
- Measuring range: 1 mA
Ordering data:
- Moving-coil ammeter with 240° circular scale
- Type: 72cDA
- Cat No.: 2038-12-011

Lagyvasas tablamiiszerek

45LA, 45LV

For measuring AC current or voltage

Technical data:

Movement: moving-iron with spring-type oil filled bearing
Instrument case: non-flammable plastic acc. to UL 94-V1.
Scale length: 40 mm

Permanent overloading: 1.2 -fold current res. voltage.
Class of accuracy: 1.5

Frequency range: 15...50...100 Hz

Weight: 0.15 kg

Connections: screw terminals for cable up to 8 mm2
Mounting: rail 35 mm (EN 50022)

IAS Automatika Kft

www.iasautomatika.hu

1181 Budapest, Kondor Béla stny. 1.
Tel./Fax: 1 291 3444

Tel./Fax: 1 296 0296
budapest@iasautomatika.hu
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Tel./Fax: 52 368300
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Andover Controls magyarorszagi képviselet

AMMETERS VOLTMETERS
Measuring ranges: 45LA Measuring ranges: 4s5Lv
consumption consumption
max. max.
0 — 100/200 mA__600/1200 mA 0.5 VA 0-6V...600V 25VA
0-1/2A ...25/50A 1 .. f100 v 1
A TA® A R VA
.. /5A"
* with current transformer "*with voltage transformer
Note: on request types different from tables are accepted
Outline drawing Dimensions in mm
59 -0
45 02 10
s ZI 7
> & % EX
= |
Fany
TP 919 |
10]10]10 |' 4
[EN 50022-35x7,5
(DIN 46277)
Order specification: Ordering data:
-Moving-iron rail-mounted voltmeter 45LV
-Frame size: 45x45 mm VT 20 kv /100 V
-VT: 20 kv /100 V Scale 0 - 25 kV
-Scale: 0 — 25 kV
IAS Automatika Kft
www.iasautomatika.hu
1181 Budapest, Kondor Béla stny. 1. 4024 Debrecen, Sumen u. 26-28.
Tel./Fax: 1 291 3444 Tel./Fax: 52 368300
Tel./Fax: 1 296 0296 Fax: 52 368 528

budapest@iasautomatika.hu debrecen@iasautomatika.hu
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Andover Controls magyarorszagi képviselet

48 LAe, 72 LAe, 96 LAe, 144 LAe,
48 LVe, 72 LVe, 96 LVe, 144 LVe

AC aram-, vagy feszlltségméré
Miiszaki adatok:

Méromii: lagyvasas mérémui, olajjal toltétt csapagyazassal, lengésmentes beallassal
Miiszertok: onkioltdé mianyag (UL94-V-0)

Skalahossz: 38 mm/48 L.; 61 mm/72 L.; 97 mm/96 L.; 146 mm/144 L

Tulterhelési tartomany: 1.2 x (névleges érték)

Pontossagi osztaly: 1.5

Frekvencia tartomany: 15...50...100 Hz

Szennyezettségifokozat: 2

Tulfesziiltség kategoéria: 72, 96, és144 tipusok 600V CAT lll. 48 tipus 300V CAT IIl.
Témeg: 0.15 kg (48 L.), 0.2 kg (72 L.), 0.35kg (96 L.), 0.8 kg (144 L.)

Rogzitéelem: 2 db M3 csavar

Tartozék: Csatlakozévédé: teljes méretli kapocsfedél (polycarbonat)

IAS Automatika Kft
www.iasautomatika.hu
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Andover Controls magyarorszagi képviselet

Arammeérék Miianyag haz
72x72 mm [ 96x96 mm

Keretméret 48x48 mm 144x144 mm

Méréshatar
min.(400/800 mA) 001 max. 0.5 VAl max. 0.5 VA max. 0.5 VA | max. 0.7 VA
172 A 005 + + + +

1.5/3 A 007
25/5 A 009
4/8 A 011
5/10 A 012
6/12 A 013
10/20 A 015
15730 A 017
25/50 A 019
40/80 A 021 max 15VA]l max. 2 VA ] max. 2 VA | max 25VA
50 /100 A 022 ) ) 4
60 /120 A 023 -—-
max.100 /200 A 024
*1/2 A CD3 |max. 05 VAl max. 0.5 VA max. 0.5 VA ] max. 0.7 VA
* 5110 A co4 max. 0.5 VA max. 0.5 VA ] max. 0.5 VA ] max. 0.7 VA

* Rendeléskor az aramvalto attétel megadando!

Feszultsegmerok Mianyag haz
48x48 mm | 72x72 mm [96x96 mm [144x144 mm

Méréshatar 58-2015-13-... | 58-1640-13-... §58-1636-13-...] 58-2549-13-...
' : ] Fogyasztas Fogyasztas

min. (6)

max. 3 VA max. 3 VA | max. 3.5 VA
100 + 4 4 +
150
250
300
400
500
max. 600
1100V, 120V

... 110V, 132V

L S

** Rendeléskor a fesziltségvalto attétele megadandd!

IAS Automatika Kft
www.iasautomatika.hu

1181 Budapest, Kondor Béla stny. 1. 4024 Debrecen, Sumen u. 26-28.
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Tipus/Méret a b c” d e f g
(mm)

48 LVe

48 LAe 48 435 93 445 5.5 64 4506

72 LVe

79 LAe 72 66 93 67.5 5.5 64 68107

96 LVe

96 LAe 96 90 23 91,5 5.5 64 gp+0.8

144 LVe

144 LAe 144 136 23 1375 5.5 64 138+1

*c=68mm,hal=6-60A*c=78mm, hal>60 A *f=70mm, hal=6-60 A

Korvonalrajz

Fesziltseg és arammeérdk (30 A-ig) Arammeérék 30 A felett

W Z
T . | .
| | | 7
| | g 2
Ot O —oa+—t—-— 1+ o ———
| | 7 |
- o Z | 7
|
: - = T
f f :
Rendelési példa :
e Lagyvasas mérémiszer
e Tipus: 72LAe
o Aramvalto attétel: 600/5 A
e Skala: 0...600/1200 A
IAS Automatika Kft
www.iasautomatika.hu
1181 Budapest, Kondor Béla stny. 1. 4024 Debrecen, Sumen u. 26-28.
Tel./Fax: 1 291 3444 Tel./Fax: 52 368300
Tel./Fax: 1 296 0296 Fax: 52 368 528
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72spLA, 96spLA, 144splLA, 72spLV, 96spLV, 144spLV

200 ¥

0
L

For measuring AC current or voltage
Technical data:

Movement: moving-iron, with spring-type oil filled

bearing, vibration-free oil damping.

Instrument case: steel plate

Scale length: 46mm(72sp); 62 mm(96sp), 103 mm(144sp).
Permanent overloading: 1.2 -fold current resp. voltage.
Class of accuracy: 1.5

Frequency range: 15 ... 50 ... 100 Hz.

Weght: approx. 0.2kg(72sp); 0.35kg(96sp),

0.8kg(144sp).

Fixing elements: two spring-type fastening clips (DIN 43 835 "A").
with two screw-type fastening clips (DIN 43835 "B")/144sp.

IAS Automatika Kft
www.iasautomatika.hu
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Andover Controls magyarorszagi képviselet

AMMETERS VOLTMETERS
Frame dimensicns T2x36 mm | B8x48 mm | 144x72 mm Frame dimensions Toxa0 mm | DExEE mm | 14472 mm
Measuring | Type T2 spLA S6splLA | 144 spLA Measuring | Type | 72 spLV 96 spLV 144 splLV
range Cat. No. [1580-13-... |[1581-13-__. | 2306-13-__. range Cat. |1580-13-._. |15819-13-.__ | 2306-13-._.
consumption | consumption |consumiption Ho.
4001 BOO mA 024 max. 0.5 VA | max 0.5 VA |max. 0.7 VA consumption | consumption | consumption
00 7 1000 mA| 025 4 } 4 6 W oo max. VA | max. WA |max. 35VA
§600/7 1200 mA] 026 0 v 03 + 4 4
112 A 028 15 v 005
1313 A 030 FI 006
214 A 31 F-T oaor
233 A 32 w v il ]
418 A 034 40 v ooe
i A 035 v 010
6112 A 036 60 W o1
0720 A 028 8 v o012
15730 A 03e 100 W 013
112 A co3 130 v 016
* 5010 A Ci4 200 v oir
* the datas of the current transformer are required 0 v o1
oo v 020
Note: on request orders for types different from tables are accepted 400 v 021
a00 v 02
GO0V 03
= __J100v | Cos
w110V | C08

* the datas of the voltage transformer are required

Scales (M=1:1)

f J% ‘
a c
= n_
Type\Dim. [rm] a b [ d e f
T2spLA, T2splV 72 35 | 1ws | s5 | eat?7 | 33208
9§spLA, 96spLV 26 48 | 128 7 gatl8 | 4408 "—
144spLA, 144spLV 144 | 72 |1 | 8 1agt! | agtl7 =
Order specification: Ordering data: —
- Moving-iron voltmeter. - Moving-iron volimeter type 72splV. H-:
- Frame dimensions: 72 x 36 mm. - Cat. Mo:1580-13-C06. —
- Measuring range: ... [ 110 V. - Geale: 0...25 k. —_
- Scale: 0...25 kV. - position: vertical —
—
a TEspL..

IAS Automatika Kft
www.iasautomatika.hu

1181 Budapest, Kondor Béla stny. 1.
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Fax: 52 368 528
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IAS Automatika

Andover Controls magyarorszagi képviselet

Teljesitményméro tablamiiszerek

96 FW..., 144 sFW...

Egy-, és haromfazisu hal6zatok hatasos és meddé teljesitményének mérésére alkalmas miszerek.

Miiszaki adatok:

Mérémii: vasmagos ferrodinamikus mérém olajtoltési rugds csapagyazassal.
Miiszertok: acéllemez
Skalahossz: 85 mm (96 FW...), 140 mm (144 sFW...)
Méréshatarok: 1-1.2-15-2-25-3-4-5-6-7.5-8 és 10-es rendi tobbszordsei
Fesziiltség bemenet: 100 V, 110V, 115V, 230 V, 400 V, 500 V

Aram bemenet: 1 A, vagy 5 A
Pontossagi osztaly: 1.5

Frekvencia: 45 ..

.50 ...60 Hz

Tartés talterhelés: 1.2 x (névleges aram) 1.2 x (névleges fesz.) - cos =1

Fogyasztas: max. 3.5 VA az 6sszes valtozatnal, kivéve a 96 FWd és 96 FWdm - itt max. 5,5 VA.
Védettség: tok IP50; csatlakoz6 IP00; csatlakozovéddvel IP 20

Tomeg: 0.9 + 1,6 kg, valtozattol fliggéen Rogzitéelem: 2 db csavaros (DIN 43835 "B")

Tipusjel
Hatasos telj. Meddd telj. Movement Halézat
13_3 ::i;a ------- egy mérrendszer. egyfazisl
13: :;uu:b 13: ::Vvi“m egy mérdrendszer. héromfazist, haromwvezetékes, szimetrikusan terhelt %
13.2 :::5;1 ------- egy mérdrendszer. haromfazisl, négyvezetékes, szimetrikusan terhelt %
13_2 :::;c 13: z:;j:"m két mérbrendszer héromfazist, haromvezetékes, tetszblegesen terhelt %
3: Ewg 9:::::: ket merbrendszer héromfdzisd, négyvezetékes tetszblegesen terhelt %

IAS Automatika Kft
www.iasautomatika.hu
4024 Debrecen, Sumen u. 26-28.
Tel./Fax: 52 368300
Fax: 52 368 528
debrecen@iasautomatika.hu
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IAS Automatika

Andover Controls magyarorszagi képviselet

Koérvonalrajz

(o]

méretek mm-ben

Rendeléskor megadandé adatok

1. Rendelési szam.

2. Névleges fesziiltség. - Haromvezetékes rendszerben névileges fesziiliség alatt két vezeték kozotti fesziltséget értjik
(L1-L2) - Négyvezetékes haromfazisu rendszerben a fazisfesziiltséget is meg kell adni, mint a szamlaléban szerepld

vonali fesziiltség nevezéjét.

3. Névleges aram.

Tipus a b [ d e f a
96FWa, b, b1, | oG x 06 87 | 73 | 96 | 7 | %0 | 027*F
% bm
96FWc, d, 96x96 | 120 | 106 | 129 | 7 90 | 92"
2 cm, dm
i e 144sFWa, b, | 144x144 | 90 | 78 7 | 135 | 1387
ag b1, bm
144sFWe, d, | 144 x 144 | 121 | 109 7 | 135 | 1387
cm, dm

4. Aram-, illetve fesziiltségvalté alkalmazésa esetén, azok attétele.

5. Méréshataraz1-1.2-15-2-25-3-4-5-6-7.5- 8 szdmsorbd|, illetve a megadott szamok tizzel vagy szazzal
vald szorzatabdl valasztva W, kW, MW illetve var, kvar, Mvar egységekben megadva. (Figyelembe kell venni, hogy UxI

ill. gyok3 x Uxl latszdlagos teljesitménytdl £20%-nal nagyobb eltérés ne legyen.)

6. Specidlis kivitelre vonatkozo leiras.

Rendelési példa:

- Haromfazisu, tetsz6legesen terhelt hatasos telj. méré

- Tipusjel: 96 FWc - Fesziltségvalto attétele: 6000/100 V

- Aramvalto attétele: 250/5 A

- Méréstartomany: 0 ... 2.5 MW

1181 Budapest, Kondor Béla stny. 1.

Tel./Fax: 1 291 3444
Tel./Fax: 1 296 0296

budapest@iasautomatika.hu

IAS Automatika Kft
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4024 Debrecen, Sumen u. 26-28.
Tel./Fax: 52 368300
Fax: 52 368 528
debrecen@iasautomatika.hu
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Andover Controls magyarorszagi képviselet

96 FWa 36 FWhb 96 FWh1 96 FWc 396 Fwd
. 144 sFWa 144 sFWhb 144 sFWb1 144 sWFe 144 sFWd
Hatasos
telj. P
o N X v %
Aramvait névieges Aramvait nédyvieges Aranmatc rdveges Aramvail néyieges Aramvalit rdyieges
Eemanatl sZElunder Arma szekunder drama szexunder dama szekunder Srama szekunder dama
feczlRcég
—ITBEA 1A B 1A . iBA A LEA 1A —IBA . P1A
—oov ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥
— 11V ¥ ¥ ¥ X ¥ ¥ ¥ ¥ ¥ ¥
=V ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥
400 ¥ ¥ ¥ X ¥ ¥ ¥ ¥ ¥ ¥
£ X X X X X X X X X X
36 FWhm 96 FWem 96 FWdm
Meddd 144 sFWbhm 144 sFWem 144 sFWdm
telj. i '
T % %
Aramyabd néviegess Ararriakd pdyvieges Aramyaibd névisges
Eemonatl SEmRLnEr AT Zakunder srama SITERLNGEr AT
feczilibcdg
el BA e 1 & B 1A Y 1A
v 10D W X K K X X X
e 1T W X 1 4 1 4 X X  §
=0V X 1 4 1 4 X X  §
400 W X 1 4 1 4 X X  §
500 W X K K X X X
Eelcitesi rajzol:
Fida - -F#mnd —..FWWIEEm
1 i i i
| |
g - 'D w O« L I L
L1 S — T - ———— L e ————— L e ———
Lad N = L -
H—d
-] --Fioen --F¥éd ~.Fi¥'dm
il O mm [T
H H i HH
L. - s - L. | - . | -
] NI S — A ==
- e e —— L
| = N ] -
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72VSe, 72VSe-1, 72LVSe-1,
96VSe, 96VSe-1, 96LVSe-1

For measuring AC voltages in 4-wire or 3 wire networks by using a change over switch displayed on the front side of the instrument.

Technical data

Movement: Moving-iron movement with spring-type oil filled bearings, practically vibration-free oil damping.
Class of accuracy: 1.5 %

Permanent overload: 1.2 - fold voltage.

Scale length: 72VSe, 72VSe-1, 72LVS-1 55 mm, 96VSe, 96VSe-1, 96LVSe-1 100 mm.

Frequency range: 15 ... 50 ... 100 Hz.

Instrument case: plastic case

Weight: max. 0.4 kg for types 72VSe, 72VSe-1, 72LVSe-1 max. 0.5 kg for types 96VSe, 96VSe-1, 96LVS-1
Fixing elements: plastic clips or two spring-type

Order specification: -Moving-iron -Frame dimensions: 96x96 mm -Voltage
voltmeter with change over switch. range: 10/0,11kV
-Type: 96VSe -Scale: 12 kV

IAS Automatika Kft
www.iasautomatika.hu

1181 Budapest, Kondor Béla stny. 1. 4024 Debrecen, Sumen u. 26-28.
Tel./Fax: 1 291 3444 Tel./Fax: 52 368300
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Andover Controls magyarorszagi képviselet

Positions: GFF'LIRT&L-'KLELLJ-LE' ULIfFJ:LE_in: L OFF, L1-L2, 12-L3, L1-L3
Maaauring 7 rasding 4 wirs & rasdng 4 wirs 4 reading 3 wire
rangs Frame dimensions (a)
TZXTZ mm BExSE mm T2Zx7T2 mm SEx26 mm TZXT2 mm 9596 mm
T2 LvSe-1 96 LvSe-1 T2 V38 0& V3a 72 ¥5-1 26 W5-1
100 v, =H 00y oo o o1 1 i1 011
110V, zA10V o0 002 02 2 2 012
120V, ZH20V 003 003 03 03 03 013
w32y o4 nod 4 4 04 014
150 v Do 003 (16 (5] (16 1G]
200 v DG 0& [al] 6 [l i
250V poT (o M7 M7 7 0T
400 v Dod 003 s s s Dia
m 500 ooy 004 (k] a2 (k] 019
BODY 010 010 ] 120 020 0210
= standard Scale T2LVSe
Mote: On request orders for types different from table are accepted <
| T I - 0FF
o, ||# i
N\ A
| % .0 ma W Log 500
' ‘ ks L3-N W V
S 1| ke N | I S > 300
L - : . i .
=~ 100
Typs Dimanzlons [In mm.) =m0
a b [ d 8 __n
72 VS8, T2VSe-1 T2LVSA 72 54 &6 5 st 7
96V, DEVSE-1,96 LVSe-1 26 5 g9 5 gzt
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Andover Controls magyarorszagi képviselet
96¢cDVS

For measuring AC voltages in 4- or 3 wire networks with a change over switch on the front side of the instrument.

Technical data:

Movement: Moving-coil with pivot spring type bearing

Instrument case: steel-plate

Scale length: 140mm

Permanent overloading: 1.2 x Un

Class of accuracy: 1.5 for sinusoidal AC, (calibration is true r.m.s.)
Internal resistance: 1000 /V

Frequency range: -15 ... 50 ... 5000 Hz for all voltmeters

Weight: 0.80 kg

Fixing elements: with two spring type fastening clips (DIN 43 835 "A")

* for connection to voltage transformer

Note: on request types different from tables are accepted.

IAS Automatika Kft
www.iasautomatika.hu
1181 Budapest, Kondor Béla stny. 1.
Tel./Fax: 1 291 3444
Tel./Fax: 1 296 0296
budapest@iasautomatika.hu

Positions: Positions:

L1-L2, L1-L3, L2-L3, L1-L2, L1-L3, L2-L3,

L1-N, L2-N, L3-N, OFF OFF
Cat. No.: 2539-12-... Cat. No.: 2545-12-...

40 V 001 001
100 V 002 002
110 V 003 003
150 V 004 004
250 V 005 005
400 V 006 006
500 V 007 007
600 V 008 008
*___ 1100V C05 Co05
* 1110V C06 C06

4024 Debrecen, Sumen u. 26-28.
Tel./Fax: 52 368300

Fax: 52 368 528
debrecen@iasautomatika.hu
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Qutline drawing
WAy
\\\\ / /7 /

s “EE 200 300 2

o =
u ] =~100 W0=
= -
Type Dim. [mm] :/./l] Iﬁ{% 500\:
a | b|ec|d|le | f]| g L2 V
96cDVS | 96 | 60 | 51 | 76 | 55 | %0 92*0-8f ]

* case with terminal cover

Order specification:

-Moving coil voltmeter with change over switch
-Frame size: 96x96 mm

-Range: 500V

Ordering data:

-Moving coil voltmeter with change over switch
-Type: 96cDVS

-Cat. No. 2539-12-007

72AS, 96AS

For measuring of line current in 3-phase networks.
The scale is calibrated according to the primary current.

ATTENTION!

The instrument can only be used with current transformer!
Technical data

Movement: Moving-iron movement with spring-type oil filled bearings, practically vibration-free oil damping.
Class of accuracy: 1.5 %

Permanent overload: 1.2 - fold current.

Scale length: -type 72AS 62 mm -type 96AS 102 mm

Frequency range: 15 ... 50 ... 100 Hz.

Instrument case: Made of non-flammable plastic acc. to UL 94-V1

Weight: max. 0.4 kg for types 72AS max. 0.5 kg for types 96AS

Fixing elements: plastic clips

IAS Automatika Kft
www.iasautomatika.hu

1181 Budapest, Kondor Béla stny. 1. 4024 Debrecen, Sumen u. 26-28.
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AMMETER I l '
Positions: L1 L2 L3 OFF ALY b &
Measure range: HAor_.I5A \ _ & - {
Type Dimensions (in mm.} Scales for CT. use
a b ° 4 & Primary current of the CT
1A 404 150 A TE0 A 2000 A
agas |95 |54 |90 | 5 |92#08 =4 50 A 0DA | E00A | 25004
0A A 260 A 1000 A 300D A
7288 | 72 | 54 | g6 5 | gge07 15 A THA 300 A 1200 A 4000 A
20 A Bl A 400 A 1250 A 5000 A
25 A 100 A 500 A 1500 A GO0 A
30 A 125 A &S00 A 1600 A

1 R 1200 5-&
i <\ 500 L

oF \ A L 2
~ koo L3 *
T
100 ©
- O
a
Order specification: Ordering data:
-Moving-iron ammeter with change over switch.  -Moving-iron ammeter with change over switch.
-Frame dimensions: 96x96 mm -type: 96AS
-Current range: 5A -CT: 250/5A
-Current transformer ratio: 250/5A -scale: 250(500)A
IAS Automatika Kft
www.iasautomatika.hu
1181 Budapest, Kondor Béla stny. 1. 4024 Debrecen, Sumen u. 26-28.
Tel./Fax: 1 291 3444 Tel./Fax: 52 368300
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For measuring the line current in 3-phase networks.
The scale is calibrated according to the primary current.

96AS

ATTENTION! The instrument can only be used with current transformer!
Technical data

Movement: Moving-iron movement with spring-type oil filled bearings, practically vibration-free oil
damping.

Class of accuracy: £1.5 %

Permanent overload: 1.2 - fold current.

Scale length: 102 mm

Frequency range: 15 ... 50 ... 100 Hz.

Instrument case: non-flammable plastic according to UL 94-V1

Weight: -max. 0.5 kg for

Fixing elements: plastic clips (Ganz Type)

Order specification: Ordering data:

-Moving-iron ammeter with change over switch -Moving-iron ammeter with

interchangeable scale. change over switch interchangeable scale
-Frame dimensions: 96x96 mm -CT: 600/5A

-Current range: 5A -scale: interchangeable, 600(1200)A

IAS Automatika Kft
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AMMETER . —]
Positions: L1 L2 L3 OFF i !
Measure range- ~MAor _I5A \. ‘ .=
- B ~d= 1\. %
Type Dimensions {in mm.) Scales for CT. use
a b c d | Primary current of the CT

1A 40 A 150 A 730 A 2000 A
ggas | 95 | 54| a0 5 |9t 8 SA S0A 200 A 300 A 2500 A
10A B0 A 230 A 1000 A 3000 A
15 A TSA 00 A 1200 A 4000 A
20A BOA 400 A 1250 A 5000 A
23 A 100 A 00 A 1500 A G000 A
J0A 125 A B0 A 1600 A B000A

\\'}‘\ 11||:|| L 1 —H R

N
\\\\\\ 600 Lz_Emi“ L — S
> L00 L3 ! “»Ho-k '; T

-

c N
=200 ' % l
—0

O %

CREE
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Kombinalt tablamiiszerek

96sK, 144sK

For simultaneous measurement of AC current and voltage in three-phase systems (3x current and 1x voltage).

Technical data:

Movement: Moving-iron movement with spring-type oil filled bearing, practically vibration-free oil

damping.

Instrument case: steel-plate.
Scale length: 4x40 mm (96sK...) ; 4x67 mm (144sK...).
Permanent overloading: 1.2 -fold current resp. voltage.
Class of accuracy: 2.5
Frequency range: 15...50...100 Hz
Weight: approx. 0.7 kg (96sK), 0.8 kg (144sK...).

Fixing elements: with two spring-type fastening clips (DIN 43835 "B")

Frame dim. 96x96 mm 144x144 mm
Voltage Current measuring range
measuring . j4a |« _ssa|+.i1a]*. 15

range Type 96sK Type 144sK

Cat. No. Cat. No.

2515-13-... 1944-13-...

100 V co1 c21 co1 c21
150 V co2 c22 co2 c22
250 V co3 c23 co3 c23
400 V co4 c24 co4 c24
500 V co05 C25 CO05 Cc25
€00 VvV coe c2e coe c2e

= 100 V c20 c40 c20 c40

Scale 96sK

A \\\\\\\ 200
e 100

Rl L1

=n

—0

* the datas of the current transformer are required
** the datas of the voltage transformer are required
Note: On request order for types different from table are accepted.

www.iasautomatika.hu

1181 Budapest, Kondor Béla stny. 1.

Tel./Fax: 1 291 3444
Tel./Fax: 1 296 0296

budapest@iasautomatika.hu

IAS Automatika Kft
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I
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ac-

Type ' Dim. (mmy{ & [¥] C d e

965K 96 | 76 | 90 gp*08

144sK 144 | 76 | 135 138*10
Order specification: Ordering data:
-Moving-iron instrument with four systems. -Moving-iron instrument with four systems
-Frame size: 96x96 mm -Type: 96sK
-Voltage range: 500 V -Cat. No.: 2515-13-C26
-Current range: 1000/5 A -Current transformer ratio: 1000/5 A

96AVS

The instrument is suitable for measuring of line- and phase voltage, as well as line current in 4-wire 3-phase

networks.
The error-display LED is indicating in case of phase drop out.
The scale is calibrated according to the primary current.

ATTENTION!
The instrument can only be used with current transformer!

Technical data
IAS Automatika Kft
www.iasautomatika.hu
1181 Budapest, Kondor Béla stny. 1.
Tel./Fax: 1 291 3444
Tel./Fax: 1 296 0296
budapest@iasautomatika.hu

4024 Debrecen, Sumen u. 26-28.

Tel./Fax: 52 368300
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Movement: Moving-iron movement with spring-type oil filled bearings, practically vibration-free oil
damping.

Class of accuracy: £1.5 %

Permanent overload: 1.2 fold voltage.

Scale length: 75 mm

Frequency range: 15 ... 50 ... 100 Hz.

Instrument case: Made of steel-plate.

Weight: -max. 0.8 kg

Fixing elements: with two spring-type fastening clips (DIN 43 835 A)

VOLTMETER AMMETER
Positions: L1-L2 L1-L3 L2-L3 OFF L1-N L2-N L3-N Positions: L1L2L3 OFF
Measuring range: 300/ 500 V Measuring range: 1A
...I5A
Note: On request orders for types different from table are accepted
— ‘_\;_T\' R
& 8
Type Dimensions (in mm.) s R
Type | a | b | ¢ | d e T T |
10 & - 1
96AVS | 96 |845] 50 [ 6 | s2%08 L N N
n — 1T . L RS TTETTORTR.
L 1—Sum R OFF L1 12 13
|—2 kn’l E L S \//
L3 Ok 91K mbe T 5 —
0—5k o1
N — 0
=
) 250
o4 Ll
© i 100
e 0
=52 TN
1 96AVS m\l
1113
di—
LIN j 3
L2N —
o —77 | 0
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Order specification: Moving-iron voltmeter and
ammeter with change over switch.

Frame dimensions: 96x96 mm

Voltage range: 300/ 500 V

Current transformer ratio: 250/5A

Scales for CT. use
Primary currents of the CT
14 40 A 150 A 750 A 2000 A
54 50 A 200 A BODA 2500 A
10A B0 A 250 A 1000 A 3000 A
154 T5A 300A 1200 A 4000 A
20A BOA 400 A 1250 A 5000 A
25A 100 A 500 A 1500 A 6000 A
0A 125 A 600 A 1600 A 800D A

IAS Automatika Kft
www.iasautomatika.hu

1181 Budapest, Kondor Béla stny. 1. 4024 Debrecen, Sumen u. 26-28.
Tel./Fax: 1 291 3444 Tel./Fax: 52 368300
Tel./Fax: 1 296 0296 Fax: 52 368 528

budapest@iasautomatika.hu debrecen@iasautomatika.hu




IAS Automatika _
Andover Controls magyarorszagi képviselet

Készulékbe épitheto tablamiiszerek

79 DA, 119 DA, 79 DV, 119 DV

Egyenaram vagy egyenfesziltség mérésére

Technikai adatok:

Mérémii: lengbtekercses, rugds csapagyazassal.
Miiszertok: Onkiolté mianyag UL 94-V1.
Skalahossz: 103 kitérés. 60 mm (79 D.) és 97 mm (119 D.)
Tartés talterhelés: 1.2 x (névleges érték)
Pontossagi osztaly: 1.5
Védettség: tok IP40; csatlakozo IPOO (DIN 40050).
Connection: 4.8x0.8 mm faston (DIN 46247)
Tomeg: kb. 0.11 kg (79 D.); 0.2 kg (119 D.)
Beépités:

e A: szerel6lap elé kerettel (alapkivitel)

o B: szerel6lap mogé specialis kerettel

o C: szerel6lap mdgeé keret nélkil

IAS Automatika Kft
www.iasautomatika.hu

1181 Budapest, Kondor Béla stny. 1. 4024 Debrecen, Sumen u. 26-28.
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Arammérd 79 DA 119 DA Fesziiltségmérs | 79DV 119 DV
Keretmeéret 80x63 mm [ 120x90 mm Keretméret 80x63 mm | 120x90 mm
Méréshatar | Bels6 ell. | 1495-12-... ] 1494-12-... Méréshatar 1495-12-... | 1494-12-...
(Q) 1 V 151
50 uA 4000 200 15 V 157
100 pA 1400 001 25 V 163
250 pA 1020 013 FEY 169
1 mA 65 031 6 V 175
5 mA 5 052 10 v 181
10 mA 3 061 15V 187
20 mA 23 070 20 VvV 190
= 25 mA 23 073 28 V 193
100 mA 0.6 091 0V 196
** 500 mA 0.12 112 40 VvV 199
= 1 A 0.06 121 50 V 202
* 15 A 0.04 127 50 vV 205
= 25 A 0.024 133 80 VvV 208
-4 A 0015 139 100 V 211
A 0.012 142 150 V 217
~ 6 A 0.01 145 . 22:: Cf ggg
4...200 mA 23 146 300V e
* LLATB0OmV 10 148 = 400 V 229
*..Al60 mV 12 149 ~ s00 Vv S35
= _.AT100 mV 20 150 ~ 00V 525
* .AT150 mV 30 151
*...A 300 mV 60 152 Belsd ellenallas : 1000 Q/V
* Csatlakoztathaté kulonallé sont (S-1 tipus, 60 mV) "* Kuls ellenallassal szerelve! ) ,
A kalibralas 0.035 Ohm vezetkellenallast vesz figyelembe A killsé ellenallas gyarilag szerelve. Igeny eseten a
(=2x1m; 1mm2). A belsé ellenallas tirése + 20% felhasznald is raépitheti.
Rendelési példa:
- Lengbtekercses aramméré tubusmiszer
- Tipus: 79 DA
- Méréshatar. 10 mA
- Beépités: A (alap kivitel)
IAS Automatika Kft
www.iasautomatika.hu
1181 Budapest, Kondor Béla stny. 1. 4024 Debrecen, Sumen u. 26-28.
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Beépités: A (alapkivitel)

ok
|IF a ]
=
] del] ] !
1 T ﬁ_ l .ﬁl k
I 5 :|'| T _"Ié'- r \_J_/'I Tipus \ Meret [mm} a b u |wv|k
L——n_,_":t—:] T f | e | 70 20 | 62 | 235 |4 |68
—A —
0 118... 20 1] =1 5 |80
4.8x0.8 DIN 46244

Beépités: B
&3

| O o —

o
| d

!

=

fo—
——

=R

1]

Tipus \ Meret (mm) a b c d |e f g h m
70... g4 a7 | o3 [ 72 [a5] 82™ [445%%] op | 235
118... 125 [ 68 [1zal 10531227 (645" 186 | 405
Beépités: C
[ - [—

r_ lI = : I\"‘::') ——H:—ﬂ? F=)
X K
v
Mounteo extermal reslstance.
Tipus \ Méret (mm} a b € d h m
TH... T2 35 | ¥7 [ 60 il Jali]
118... 110 | 53 | 117 | &7 14 20
Kilsg elatet ellenallas
== 235 mamld z
—H P f iy
I jT Skalarajzok \\\\.\' \ \ ”"-".";f
H T 4
I‘—‘U—"I 13 # \\‘\
— 50— & ,
. /
200 IT 119L..
I
SRRy,
.
,Iu'||III’I.'|'|'.[.'.I,|,| '\ ‘s
@ n‘%“ﬁ'ﬂh JF””"'E.-“;; % “\\ \} %
%
‘3\\\ f’{*‘ 7OL.
N “/
% o o
B .
119D.. Lo 7]
"ﬂ\ ui'-.m'-l'-”' ! '-'“-"J.'m';,r; ,.f*
AL ",
W A
‘1\5‘1‘\ ml ""@ #
TeD..
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79 LA, 119 LA, 79 LV, 119 LV

0
<
NS

Valtakozo aram vagy fesziltség mérésére

Miszaki adatok:

Mérémdi: lagyvasas mérdm, olajjal toltott
csapagyazassal
Miiszerhaz: 6nkiolté mianyag UL 94-V1.
Skalahossz: 103° 60 mm (79 L...) és 97 mm (119 L...)
Tartos talterhelés: 1.2 x névleges érték
Pontossagi osztaly: 1.5
Frekvencia: 15...50...100 Hz
Fogyasztas: max. 3 VA fesziltségmeérénél; max. 0.5 VA arammérdnél
Védettség: tok IP40; csatlakoz6 IPOO
Csatlakozas: 4,8 x 8 mm késérintkez6hdz csatlakozé hivellyel (DIN 46247)
Tomeg: kb. 0.11 kg (79 L...); 0.2kg (119 L...)
Beépités:
o A: szerelblap elé kerettel (alapkivitel)
o B: szerel6lap mdgé specialis kerettel

e C: szerel6lap moge keret nélkil

Arammeérd 79 LA 113 LA Fesziiltségmérd TILyY 113LY
Keretmeret | 80x63 mm | 120x30 mm Keretméret  |80x63 mm | 120x30 mm
Mereshatar 1537-13-._ | 1538-13-__ — -
172 & EE] Mereshatar 1537-13-. | 1538-13-_.
1.5/3 A 031 & v 058
25/5 A D33 o v s
478 & 035 153 v 054
510 A 036 20 v 053
d1i2 A co3 25 W 0s2
"4 BJ10 A co4 30 W o&1
* Rendeléskor az aramvalio attétele megadanda! a0 WV 050
A0 W 048
1] W 048
Rendelési példa: 00V D46
- Lagyvasas arammeérd tubusmiszer 150 Y 043
- Tipusjel: 118 LA 200 W 042
- Mereshatar: 5M10 A 250 W 041
- Aramvalts dttétel: 15005 A e v 040
- Beépités: A 400 v 0ag
500 v 038
G0 W 037
= _.HMog v Ccos
il | [ IR CO&
** Rendeléskor az fesziltsegvaltd atetele
megadanda!
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Beépités: A (alapkivitel)

ey, 5 L
| . ’_r' l_ x—u—'—'\n-v_ﬂ—v_l(
l.-| 4 . |lf 21
: <_\ e J o gl
T = | L
l ] i P14 f Tipus | M2
\ . T pus \ Meret (mim} a b u |vlk
M-j yoE ' -u.. | 79 20 | 63 [235 4|68
i 118... 120 BO 31 5 (80
4.5x08 T4 46244
Beépités: B
&3
Pty —A——r 3
| l—— o ————
\ d
; i
-1
&
1_
a4
i)
Tipus | Méret (mm) a b c d f g h mi
70... g4 [47 [ o3 [ 72 [35]82™ (445 o5 [ 235
118, 125 [ 68 [12a]110 |53 [122™" [e4 5[ 166 | 40.5
Beépités: C
55—
W_FV_( 13 W_VT
a a
1 ] : T
ik 1! ; :
G s ﬂ - |I 1 ||_ i.
e ] f 'l,l-_-. L |F -ﬂ:-ll? =
x —k
| Y
IH-aun't!d exzernal reslsiance,
Tipus & Méret (mm) a b o d h m
TH... T2 35 | 77 | 60 ] [a]i
119... 110 | 53 | 117 | BF 14 al
Kiilsd elatét ellenallas
= 235 Fas 2 2
n ol 2
L - \ \ L g
1l +J_l Skalarajzok \\"m
L aa—] 13 L .\\\
— 50— e - "
~ e
200 11l 119L..
] i I ] ]
\ P
; @ )
w_l'nlllfl..u,-,” , . .
@ \\"‘*"ﬂ# Wiy, S v L
y
\'{\K f};f ToL.
e “
T “ %
R L
119D Lo ﬂ
"I!\ \?m“i'” | iy, f”
an g
a Y
~\L\\Q ml {4:»#
FabD..

1181 Budapest, Kondor Béla stny. 1.

Tel./Fax: 1 291 3444
Tel./Fax: 1 296 0296

budapest@iasautomatika.hu

IAS Automatika Kft
www.iasautomatika.hu
4024 Debrecen, Sumen u. 26-28.
Tel./Fax: 52 368300
Fax: 52 368 528
debrecen@iasautomatika.hu




