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SE7000 Room Controllers with
Integrated PIR Motion Sensor

schneider

The SE7000 series room controllers can be

equipped with an integrated passive infrared (PIR)

motion sensor, representing a new era in smart
energy management.

Our whole line of SE7000 room controllers offer a

cost-competitive product that increases occupant
comfort while reducing customer energy costs and

accelerating return on investment.

A PIR cover is available pre-installed by the factory

or as a separate item for field installation.
Product Highlights:

¢ Increased energy savings by adjusting
temperature set points in unoccupied
zones during scheduled periods.

e Compatible with all SE7000 models

e Factory or field-installed versions available

¢ A diagnostic LED inside the PIR facilitates
commissioning by providing visual confirmation
of motion during the first 30 minutes of service

e Extends equipment lifespan

e Markets include hospitality, education,
commercial buildings and military bases

e Applications include zone, roof top, fan coil and

heat pumps

Typical Implementation Overview

PIR occupancy functionality represents a typical
non-scheduling stand-alone application without any
network support.

The system can be left in unoccupied mode for
extended periods of time and will only become
active to occupied levels when there is activity
detected in the room.
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PIR Equipped Controllers Matrix
Please refer to the following matrix when ordering controllers:

COV-PIR-FCU-C-5045 PIR cover with commercial FCU interface SE73x0X5045(x)*

COV-PIR-FCU-L-5045 PIR cover with hotel or lodging FCU interface SE73x0X5045(x)*

COV-PIR-RTUHP-5045 PIR cover for roof top and heat pump controllers SE76xx0X5045(x)*

COV-PIR-ZN-5045 PIR cover for zoning controllers SE7200X5045(x)*

*Note: Factory installed PIR covers are designated by the numerical code 55 in the model number such as SE7600A5545E
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SE7200 Series

Schneider

Smart energy management has never been
easier than with the SE7200 series. Designed

for new construction or retrofit projects, the
controllers dramatically decrease total installed
costs by reducing installation, configuration and
commissioning time. The SE7200 series provides
the advanced features and monitoring functions
required by modern building automation systems
without the use of software and commissioning
tools.

The SE7200 series zone controllers have been
specifically designed to control on-off, floating or

0 to 10 Vdc heating or cooling terminal equipment
such as pressure dependent VAV’s, valves or other
devices.

Open protocol design provides network
compatibility to BACnet® MS/TP, Echelon Lontalk®
and Wireless Zigbee® network systems. Our
Network Ready “stand-alone” versions can be
upgraded with optional communication modules
which enable the controllers to be integrated into
most building automation systems as budgets allow
or as the building requirements change.

All models can be customized with PIR motion
sensor functionality via an optional PIR accessory
cover. The cover can be installed in the field or
ordered as a factory installed option. This provides
advanced occupancy routines and automatic
energy savings during occupied periods without
sacrificing occupant comfort.

SE7200 zoning controllers offer a cost-competitive
product that increases occupant comfort while
reducing customer energy costs and accelerating
return on investment.

Product Highlights:

e Open protocol allows for easy integration into
most network systems

e Network Ready models can be retrofitted with
optional communication modules

e One simple wall mounted device to install, wire
and commission

¢ |ntuitive “thermostat like” interface

e Application specific controllers can be configured
to meet most applications

* No special software or tools required for
configuration

e Fully embedded local configuration utility

e Advanced occupancy and monitoring functions
through factory or field installed PIR cover
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SE7200 Series Zoning Controllers Matrix
Please refer to the following matrix when ordering controllers:
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Simp"ﬁed o SE7200[ ]OO I 5 Q
| PIR Options:
-50 = PIR ready but PIR
\ cover not included
‘ -55 = Factory assembled
Control Output Type:

HEAT 0oL with PIR cover
o L] ‘
]
-C = Floating or on-off digital

Common Applications control outputs
e Cooling only WT zone with reheat e e
¢ Fin-tube radiators
e Cabinet heaters
e Radiant panel heaters
e Electric re-heat zones
e Pressure dependent VAV system
e Terminal reheat
e Underfloor heating/cooling

\_ e Chilled beams )

Communication Options:
-B = BACnet® MS/TP

-E = Echelon®

-W = Zigbee® wireless

- = Network Ready
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Smart energy management has never been easier
than with the SE7300 series fan coil controllers.
Designed for new construction and retrofit projects,
the controllers dramatically decrease total installed
costs by reducing installation, configuration and
commissioning time. The SE7300 series provides
the advanced features and monitoring functions
required by modern building automation systems
without the use of software and commissioning tools.

The SE7300 fan coil controllers have been
specifically designed to provide exceptional
temperature control of multi-speed fan coil units
with either on-off, floating or O to 10 Vdc valves.
Also available are advanced models with built-in
relative humidity (RH) sensing and dehumidification
strategies.

Open protocol design provides network
compatibility to BACnet® MS/TP, Echelon Lontalk®
and Wireless Zigbee® network systems. Our
Network Ready “stand-alone” versions can be
upgraded with optional communication modules
which enable the controllers to be integrated into
most building automation systems as budgets allow
or as the building requirements change.

All models can be customized with PIR motion
sensor functionality via an optional PIR accessory
cover. The cover can be installed in the field or
ordered as a factory installed option. This provides
advanced occupancy routines and automatic
energy savings during occupied periods without
sacrificing occupant comfort.

When compared to traditional building automation
controllers, the SE7300 series provides unmatched
return on investment to building owners while
maximizing profits for system integrators.

Product Highlights:

Open protocol allows for easy integration into
most network systems

Network Ready models can be retrofit with
optional communication modules

One simple wall mounted device to install, wire
and commission

Intuitive “thermostat like” interface

Application specific controllers can be configured
to meet most applications

No special software required for configuration
Fully embedded local configuration utility
Advanced occupancy and monitoring functions
through factory or field installed PIR cover
Hospitality and commercial models available with
market specific HMI

Extended configurable fan sequences with
automatic fan mode
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SE7300 Series Fan Coil Unit Controllers Matrix
Please refer to the following matrix when ordering controllers:

SE73())()1450)

Communication Options:
-B = BACnet® MS/TP

-E = Echelon®

-W = Zigbee® wireless

- = Network Ready

Humidity Sensor and PIR Options:
Control:

-0 = No humidity sensor
-5 = Internal humidity

-50 = PIR ready but PIR
cover not included

-55 = Factory assembled

with PIR cover

sensor

Compatibility:

-C = Floating or on-off
digital control outputs
-F = Analog 0-10 Vdc
-5 = °C/°F, for hotels control outputs
/ lodging applications

Center Key Fuction:
-0 = Override, for commercial
applications
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Smart energy management has never been

easier than with the SE7600 series roof top and
heat pump temperature controllers. Designed

for new construction and retrofit projects, the
controllers dramatically decrease total installed
costs by reducing installation, configuration and
commissioning time. No complex software or tools
are required to customize functionality in order to
meet your applications requirements. They provide
all the advanced features and monitoring functions
required by modern building automation systems in
a simple, “thermostat like” enclosure.

The SE7600 series offers control of staged heating
and cooling equipment such as packaged roof top
units and heat pumps for commercial buildings.
Advanced models are available with built-in
economizer or humidity strategies.

Open protocol design provides network
compatibility to BACnet® MS/TP, Echelon Lontalk®
and Wireless Zigbee® network systems. Our
Network Ready"” stand-alone” versions can be field
retrofit with optional communication modules which
enable the controllers to be integrated into most
building automation systems as budgets allow or as
the building requirements change.

All models can be customized with PIR motion
sensor functionality via an optional PIR accessory
cover. The cover can be installed in the field or
ordered as a factory installed option. This provides
advanced occupancy routines and automatic
energy savings during occupied periods without
sacrificing occupant comfort.

When compared to traditional building automation
controllers, the SE7600 series roof top and heat
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pump wall mounted controllers provide unmatched
return on investment to building owners while
maximizing profits for system integrators.

Product Highlights:

e Open protocol allows for easy integration into
most network systems

e Network Ready models can be retrofit with
optional communication modules

e One simple wall mounted device to install, wire
and commission

e Intuitive “thermostat like” interface

e Application specific controllers can be configured
to meet most applications

e No special software required for configuration

e Fully embedded local configuration utility

e Advanced occupancy and monitoring functions
through factory or field installed PIR cover

¢ Available with or without 7 day scheduling

¢ Single-stage, multi-stage and heat pump models
available

e Available with economizer or humidity strategies
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Optional economizer damper
control output (SE7605 and SE7656)

Fan
current
switch

Qutdoor
air sensor

Optional
humidification and
dehumidification
control output
(SE7607/SE7657)

Air Sensor

Open communication protocols

] ))) Optional wireless Zigbee® communication
| @Peee |
Typical roof top unit with economizer

(SE7600-economizer series)

SE7600 Series Roof Top & Heat Pump Controllers Matrix
Please refer to the following matrix when ordering controllers:

(Simplified HMI (
SE76(_ DOQQ4 5 Q

Programmability: PIR Options: Communication Options:
-0 = No local scheduling -50 = PIR ready but PIR -B = BACnet® MS/TP

/ Non programmable cover not included -E = Echelon®
-5 = Local scheduling -55 = Factory assembled -W = Zigbee® wireless

/ programmable) with PIR cover - = Network Ready

\

~ Application:
Economizer / Humidity control: -A=1H/1C roof top
-0 = No local scheduling unit applications
/ Non programmable -B =2H/2C roof top
-2 = Local scheduling unit applications
/ programmable) -H =3H/2C heat pump
-5 = With economizer applications
Unique 5 button menu driven user interface frvies it
i ifi i issioni -6 = With economizer
glmphﬂeg progrgmmmg anq oomm|§3|on|ng PHehendiias
time during typical installation of unit. / programmable
) -7 = With Humidification
/ Dehumidification control




SE8000 sorozatu
helyiségszabalyozdk




Az egyszerlség és a kifinomult-
sag hibatlan egyensulya

Az SE8000 sorozat a meglévé helyiseégszabalyozd kindlatanak stilusos
kiegészitése. Gazdag, testre szabhato tulajdonsagaival az SES8000 sorozat
pontos hémérsékletszabalyozassal jelentés energia- megtakaritast tesz
lehetévé barmilyen helyiségben.

> Stilusok elegans kombinacidja, a dizajn illeszkedik minden belsé térhez
> Erintéképernyds fellilet, rejtett jelenlétérzékelés, paratartalom mérés
> Fejlett szabalyozasi technoldgia a preciz miikodés érdekében

> Optimalizalt automatizalasi tulajdonsagok egy egyszer(, kompakt
készulékben

> Egyszert, gyors és koltséghatékony telepités

HVAC, vilagitas és fogyasztas tavoli feligyeletével, valamint a beavatkozas
lehetéségével, azaz egy épulletfelligyeleti rendszer segitségével, a
létesitményfelel6s mindig a legjobb teljesitményt hozhatja ki épuletbd!.

Az SE8000 sorozatu helyiségszabalyozd kdnnyen illeszthetd a legtébb
éplletfelligyeleti rendszerhez.
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Okéletes komfort és megtakaritas

Az épllet legoptimalisabb teljesitménye mindig

a legfontosabb szamunkra. Egy egyszer(, okos
készUléken keresztll, az SES000 sorozatu
helyiségszabalyozokkal, elérhetd egy DDC
(Direct Digital Control) rendszerrel azonos szintd
komfort és funkcionalitasi fokozat. Jelent6s
energiamegtakaritast érhetiink el alacsony
beruhazasi koltségek mellett, és ez jelentésen
felgyorsitja a megtérllés idejét a legtdbb felljitasi
jellegl projektnél.

Tudjuk, hogy a hasznalhatdsag fontos vevéink
szamara. Az SES000 sorozat kellemes kezelbi
élményt biztosit azon felhasznaldk szamara

is, akik magas elvarasokat tamasztanak. Az
SE8000 sorozat elegans megjelenése és testre
szabhat6 érintéképernyds felllete lehetdvé teszi
luxus szallodak, vallalati irodak és felsékategodrias
Uzletek szamara, hogy felhasznaléiknak
felejthetetlen éiményt nyujtsanak. Soha

nem volt egyszer(ibb szabalyozénkat az On
markaimazsaval vagy vendégei egyedi izlésével
Osszhangba hoznil
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A valasztas ereje

Konnyii telepiteni

A vezetékes és vezeték nélkili funkciok
alacsonyabb telepitési kdltségeket
eredményeznek, csdkkentik a leallasi idét, €s
jelent@sen felgyorsitjak a megtértlés idejét.

Room 1705 @ ° Markatudatossag

Occupied ﬁ & Logd megjelenitése a képernysn erdsiti a
markaimazst. BACnet® rendszerbe torténd

Indoor °C integralas esetén eseményekhez kotott
dinamikus Uzenetek jelenithetéek meg a
kijelzén.

Testre szabhat6é megjelenés
Valasszon az 6tféle kejlzészin, a két keret és a
tiz el6lap kdzUl, hogy megtaldlja azt a tokéletes
kombinaciot, amely illik barmely belsé térhez.

Rejtett mozgasérzékelés

A beépitett mozgasérzékeld automatikus
megtakaritast eredményez a helyiség
foglaltsaga alapjan.

Fehér keret, fehér el6lap, fehér érintéképernyd

Valaszthato szinvilag

Kék érintéképernyd Z06ld érintéképernyd Szirke érintéképernyd Sotétszlrke érintéképernyd



Stilusos elegancia
minden belso térhez

Tisztaban vagyunk azzal, hogy az elsé benyomast a belsé tér kinézete
hatarozza meg. Az enteriér kialakitasaba feketetett penzt és energiat nem
szabad hibéas vélasztassal kockaztatni. Természetes, hogy a vendégek
ertékelik a kényelmes és energiahatékony kornyezetet. Az SES8000 sorozat
egyszerre kinal elegans stilust és energiamegtakaritast.

Mindegy, hogy belsd tere elegans, konzervativ vagy ultramodern, az altalunk
kinalt szinek sokasaga és a kialakitasi kombinaciok valasztasat egyértelmien
kifinomultta és rendkivil stilusossa teszik. Latvanyos (példaul fém, fa vagy
palakd mintazatu) el6lapjaink egyszer(i és vonzé médon olvasztjak be
kornyezetebe az SES8000 sorozatu helyiségszabalyozot.
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Egyszeru kezelés,
kéltséghatékony telepités

Az SEB000 sorozat nem csak felhasznaldbarat a vendégei szamara, hanem egyszer( telepiteni és
rendszerintegratorai, villanyszerel&i vagy éplletgépészeti kivitelezi konnyen tzembe tudjak helyezni.

Az érzékel6 és DDC funkciok egy készUlékbe torténd integralasaval leegyszerlsitettik a telepités
folyamatat. Az SE8000 sorozattal fel lehet hasznalni a meglévé vezetékezést, ami tovabb csdkkenti
a telepitési id6t és munkat. A vezeték nélkili kommunikacio és bévithetéség lehetéségével a
helyiségszabalyozdink nagyobb épuletfelligyeleti rendszerbe integralhatdak — vezetékezés és
veddesovezes nélkul.

Ezeket a tulajdonsagokat a telepitési koltségek és leallasi idé csokkentése, valamint a megtérulési idd
felgyorsitasa érdekében kinaljuk épulettulajdonosok és Uizemelteték részére.

Cocupied 11 @ Qucepied i) Ardvidebb leallasi
F okt ¥ [a] id6 az éplletben
23 5° 73. 5“ ] foly6 tevékenységek
" | minimalis
prall oS zavarasaval jar:
FEEEE kevesebb Ures

hotelszobat
vagy folyamatos
betegellatas jelent.

EzUst keret, fehér el6lap, kék Fenhér keret, ezist elSlap, fehér
érintéképerny6 érintéképerny6

Fehér keret, fehér el6lap, zold érintéképernyd






A faidotlen szépsége

Teremtsen nyugodt kérnyezetet belsé terében a természet vilaganak becsempészésével. Vilagos,
sGtétbarna és fekete famintazatu el6lapkinalatunk stilusos lehetéséget nyUjt a fa melegségével. Az
elélappalettankat a valaszthatd képerny&szinekkel vegyitve tokéletes dsszedllitast érhet el, megmutatva
egyéniségét.
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Oceuples i) (0 Occupled 11 @ Az érint&képernyd

avendégei szamara
megjelenitett
informacié testre

23.5°

provgl Pre- S £ szabhatésagéanak
N = nagy rugalmassagat
i biztositja, legyen az
egy egyéni lizenet
c vagy egy logé.
Fehér keret, vilagos famintazatu el6lap, Ezlst keret, sotét famintazatu eldlap, SzUrke keret, sotétbarna famintazatu
fehér érintéképerny6 szlrke érintéképernyd elélap, fehér érintéképernyd

Fehér keret, sttétbarna famintazatu ellap, sététszirke
érintéképernyd






Felt(in® és vonzo

Kerllje el a monotonitast stilusos helyiségszabalyozéinkkal. Legyen az luxus enteriér vagy eklektikus
kialakitas, az SE8000 sorozat segit a modern hangulat megteremtéséhez. A feltling kialakitas kellemes
latvanyt nyUjt vendégei szamara.

Reamm 20

o ] Akellemes
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Fehér keret, fényes fekete elélap, EzUst keret, fehér elélap, zold Fehér keret, ezUst el6lap, kék
fehér érintéképernyé érintéképerny6 érintéképerny6

EzUst keret, fekete el6lap, szlrke érintéképernyd
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Az aluminium és a palako
modern stilusa

Azok, akik szeretik a palakd rusztikus latvanyat vagy a csiszolt aluminium eleganciajat, az SE8000
sorozatot kdnnyedén az éplilet részéveé tehetik. A sokoldall kialakitasnak kdszonhetéen egyszerlien
elvegyul barmilyen koérnyezetben.

A szinek, kialakitasok széles palettajanak kombinalasaval az On stiluséanak és kreativitasanak semmi
nem szab hatart.

Fehér keret, csiszolt aluminium EzUst keret, palaké mintazatu
el6lap, sotétszlrke érintdképernyd el6lap, zold érintéképernyd

EzUst keret, palaké mintazatu el6lap, fehér érintéképernyé

Az élvezhetd
felhasznaldé élmény
a kényelemnél
kezd&dik. Nem kell
tébbé feldldoznia
akényelmet az
energiamegtakaritas
oltaran. Megbizhatd
szabalyozé-
funkcidinkkal
lehetdvé tessziik,
hogy a kettét
egyszerre érje el.
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