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SKS-3 hémennyiségméro

Az SKS-3 hémennyiségméré elektronikai egység egy Uj generacids késziilék.
ALKALMAZAS

Az SKS-3 hédmennyiségmérs elektronika zart- és nyilt fitési korok és hasznalati melegviz rendszerek h6energi
és viz (v. mas folyadék) mennyiségének mérésére alkalmas. A legjellemz&bb alkalmazasi teriiletek:
lakdéplletek, irodak, létesitmények és tavhGs h6kozpontok h6meenyiségmérésére.

FOBB JELLEMZOK ES ELONYOK
» Az SKS-3 elektronika két, egymastol figgetlen flitési rendszer energiaértékeinek kalkulacidjara képes
¢ Nyitott rendszerekben a hidegviz h6mérsékleének mérése v. allandé értéken tartasa (el6re programozott)

¢ Rugalmas men felépités — az LCD kijelz6n megjelenitett paraméter értékek felkonfiguralasa a felhasznalo
igényei szerint,

e Hasznalhatd barmilyen tipusud, impulzus kimenettel rendelkezé atfolyasmérével ,
e F(itési v. hiitési energia mérésére is hasznalhaté

e Max. 5 atfolydsmér6 bement

* Max. 5 h&érzékel6 bemenet

* Két nyomasméré bemenet

¢ Optikai adatatvivé EN 61107 szabvanyos

o Széleskord adatgydijt6 (archivald)

o Tapfesziiltség: max. 12 éves tartds elemmel v. haldzati fesziiltségrél

* Programozhatd, beépitett riasztas relék v. szabalyzasi funkcidk

¢ Napldzas helybeni kinyomtatdsa szabvany RS-232 nyomtatéval

MUSZAKI JELLEMZOK
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Temperature measurement

Number of measurement channels upto
Temperature range 0°C...160°C
Temperature difference range 2K... 160K
Temperature sensors Pt500, Pt1000 (EN 60751)
Measurement principle 4-wire, 2-wire
Cable length 25...100m

Display resolution
Temperature 0,1°
Temperature difference 0,01 °C

Flow measurement

Number of pulse inputs uptod
Pulse value programmable
Pulse frequency < 200 Hz
Cable length between the calculator and each of the sensors 25...100m

Opposite flow measurement possibility (using direction indication signal)

for V1, V2 inputs

Pressure measurement
Number of pressure measurement inputs 2
Sensor type 0...5mA,0...20mA, 4...20 mA
Pressure range programmable
Measurement accuracy 0,5 % of range
Outputs
Number of pulse outputs 2
Number of current outputs (optional) 2
Number of relay outputs (optional) 1
Data output modules (optional) M-Bus, CL, RS-232, RS-485
Power supply
Battery version Lithium 3,6 V D-cell
Mains version:
mains supply 230 VAC (+10/-15)%, 50 Hz, 2,5 VA

Environment conditions

Ambient temperature 5%...55%
Ambient class Class C according to EN 1434
Protection class P65

QOutline dimensions: 159 x 138 x 52 mm
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